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Oiltight Switches & Pilot Devices

Non-Illuminated Pushbuttons (Assembled)

Assembled Pushbuttons

A      B      (    )      W      1      10      (    )      –      B

Function

B: Momentary
O: Maintained
K: Key On/Off Lock

Bezel Shape

Blank: Octagonal
F: Full Shroud
G: Mushroom Shroud
Q: Square

Button Color

B: Black G: Green W: White
R: Red S: Blue Y: Yellow

Terminal Style

Blank:  Standard
N:  Fingersafe (IP20)

Contact Arrangement

10:  1NO  01:  1NC
20:  2NO  02:  2NC
11:  1NO-1NC  22:  2NO-2NC

Button Shape

1: Flush
2: Extended
3: Mushroom Head Ø 29mm
4: Mushroom Head Ø 40mm

Series Designation

W: TW Series

  
To be used for interpreting part numbers only, not for part number development.
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Oiltight Switches & Pilot Devices

Non-Illuminated  Pushbuttons (Assembled) continued

Non-Illuminated Pushbuttons

Style Contacts Momentary Action Maintained Action

Flush 

1NO
1NC
1NO-1NC
2NO
2NC

 ABW110-j
ABW101-j
ABW111-j
ABW120-j
ABW102-j

 AOW110-j
AOW101-j
AOW111-j
AOW120-j
AOW102-j

Extended

1NO
1NC
1NO-1NC
2NO
2NC

 ABW210-j
ABW201-j
ABW211-j
ABW220-j
ABW202-j

 AOW210-j
AOW201-j
AOW211-j
AOW220-j
AOW202-j

Recessed

1NO
1NC
1NO-1NC
2NO
2NC

 ABFW110-j
ABFW101-j
ABFW111-j
ABFW120-j
ABFW102-j

 AOFW110-j
AOFW101-j
AOFW111-j
AOFW120-j
AOFW102-j

Extended with Full 
Shroud

1NO
1NC
1NO-1NC
2NO
2NC

 ABFW210-j
ABFW201-j
ABFW211-j
ABFW220-j
ABFW202-j 

 AOFW210-j
AOFW201-j
AOFW211-j
AOFW220-j
AOFW202-j 

Ø 29mm 
Mushroom Head

1NO
1NC
1NO-1NC
2NO
2NC

 ABW310-j
ABW301-j
ABW311-j
ABW320-j
ABW302-j 

 AOW310-j
AOW301-j
AOW311-j
AOW320-j
AOW302-j 

Ø 40mm 
Mushroom Head

1NO
1NC
1NO-1NC
2NO
2NC

 ABW410-j 
ABW401-j 
ABW411-j 
ABW420-j 
ABW402-j 

 AOW410-j 
AOW401-j 
AOW411-j 
AOW420-j 
AOW402-j

Ø 40mm 
Mushroom Head 
with Full Shroud 

1NO
1NC
1NO-1NC
2NO
2NC

 ABGW410-j
ABGW401-j
ABGW411-j
ABGW420-j
ABGW402-j 

 AOGW410-j
AOGW401-j
AOGW411-j
AOGW420-j
AOGW402-j 

Square Flush

1NO
1NC
1NO-1NC
2NO
2NC

 ABQW110-j
ABQW101-j
ABQW111-j
ABQW120-j
ABQW102-j 

 AOQW110-j
AOQW101-j
AOQW111-j
AOQW120-j
AOQW102-j 

Square Extended

1NO
1NC
1NO-1NC
2NO
2NC

 ABQW210-j
ABQW201-j
ABQW211-j 
ABQW220-j 
ABQW202-j 

 AOQW210-j
AOQW201-j 
AOQW211-j
AOQW220-j 
AOQW202-j 

Keylock Push 
On/Off

1NO
1NC
1NO-1NC
2NO
2NC

 AKW210
AKW201
AKW211
AKW220
AKW202

–

1.  In place of  j, specify the Button Color Code from table.
2. For sub-assembled part numbers, see next page.
3. For accessories, see page593.
4. For dimensions, see page 595.
5. Keyed switches are supplied with two keys. All units are keyed alike.

j Button Color Codes

Color Code

Black B

Green G

Red R

Blue S

Yellow Y

White W
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Oiltight Switches & Pilot Devices

Non-Illuminated Pushbuttons (Sub-Assembled)

Contact  Blocks + Operator + Button = Complete Part

Operators

Style
Part Number

Momentary Maintained

Round Flush/Extended

 ABW-100  AOW-100

Round with Full Shroud/
Recessed

 ABFW-200  AOFW-200

Ø 40mm, Ø 29mm 
Mushroom Head

 ABW-300  AOW-300

Ø 40mm Mushroom 
Head with Full Shroud

 ABGW-400  AOGW-400

Square Flush/Extended 

 ABQW-100  AOQW-100

Keylock Push On/Off

—  AKW-200

Buttons

Style Part Number

Round Flush

ABW1B-j

Round Extended

ABW2B-j

Ø 29mm Mushroom

ABW3B-j

Ø 40mm Mushroom

ABW4B-j

Square Flush

ABQW1B-j

Square Extended

ABQW2B-j

In place of j specify the button color code from table

Contact Blocks

Style
Part Number

1NO 1NC

Standard Ex-
posed Screw  HW-C10

HW-C10R
(early make)

HW-C01

HW-C01R
(late break)

Fingersafe 
(IP20), CE 
marked  HW-F10

HW-F10R
(early make)

HW-F01

HW-F01R
(late break)

Dummy Block

 TW-DB

1. Dummy blocks (no contacts) are used with an odd 
number of contact blocks.

2. Use of early and late break contacts creates a make 
before break function

j Button Color Codes

Color Code

Black B

Green G

Red R

Blue S

Yellow Y

White W

 




