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 Dimensions

Unit: mm
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N
40

.0

5.6

NOTE: GT3W series are UL Listed when used in combination
with following  IDECʼs sockets:
GT3W-A11, A33: SR2P-06* pin type socket.
GT3W-A11E: SR3P-05* pin type socket.
 (*-May be followed by A,B,C or U)
 The socket to be used with these timers are rated:
-Conductor Temperature Rating 60ºC min.
-Use 14AWG max.(2mm2max.) Copper conductors only
-Terminal Torque 1.0 to 1.3 N-m

Analog GT3 Timer, 8-Pin with SR2P-06

Analog Setting Type (When using DIN Rail)

DIN Rail
Hold-
down
spring
(SFA-202)

1.
7 31
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95 maximum

When using BAA/BAP: 99 maximum

40

36
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Analog GT3 Timer, 11-Pin with SR3P-06

Analog Setting Type (When using DIN Rail)

DIN Rail
Hold-
down
spring
(SFA-202)
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When using BAA/BAP: 99 maximum
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Digital GT3 Timer, 8-Pin with SR2P-06

1.56"
(40mm)

1.404" 2.5" 
0.039"

(1mm)

3.43" (88mm) Maximum

When Mounting on DIN Rail
BNDN: 3.59" (92mm) Maximum

0.507"
(13mm)

0.702"
(18mm)

0.858" (22mm)

DIN Rail

0.039"
(1mm)

HD Spring
SFA-202
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Digital GT3 Timer, 11-Pin with SR3P-06

1.56"
(40mm)

1.404" 
2.5" 

0.039"
(1mm)

3.43" (88mm) Maximum

When Mounting on DIN Rail
BNDN: 3.59" (92mm) Maximum

0.507"
(13mm)
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0.858" (22mm)
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HD Spring
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Analog GT3 Timer, 11-Pin with SR3P-05

Analog Setting Type (When using DIN Rail)

DIN Rail
(BAA/BAP/BADA)

Hold-down
Spring (SFA-203)

101.5 maximum

BAA or BAP: 105.5 maximum

ø
273340

36 8 64.2 13
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28.5
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Digital GT3 Timer, 11-Pin with SR3P-05

1.56"
(40mm)

1.404" 2.42"0.039"
(1mm)

3.68" (94.5mm) Maximum

When Mounting on DIN Rail
BNDN:  3.84" (98.5mm) Maximum

0.507"
(13mm)

1.05"
(27mm)1.29" (33mm)

0.644"
(16.5mm)

0.78"
(20mm)1.11" (28.5mm)

DIN Rail
BNDN

2.03"
(52mm)

0.117"
(3mm)

HD Spring
SFA-203

(64.2mm)(36mm)
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Panel Mount Adapter

Analog GT3 Timer, 8-Pin and 11-Pin 
with SR6P-S08 or SR6P-S11

Back Wiring Socket

1.
7

48

48

11 61.2

Panel Thickness 0.8 to 5mm

42
.5

98 maximum

Digital GT3 Timer, 8-Pin and 11-Pin 
with SR6P-S08 or SR6P-S11

1.87"
(48mm)

1.87" (48mm)

Panel Mount
Adapter

2.39" (61.2mm)
0.12"
(3mm)

Panel Thickness
0.03" to 0.2" (0.8 to 5mm)

0.066"
(1.7mm)

3.82" (98mm) Maximum

Wiring Socket Adapter

1.66"
(42.5mm)

Mounting Hole Layout

Horizontal Close MountingSingle
Mounting

45

45 45

48N--3

Tolerance: +0.5 to 0
N: No. of timers mounted

Analog and Digital GT3 Timer, 8-Pin with SR6P-M08G

ø3.6 min.

8-M3.5 Terminal Screw

2 1 8 7

3 4 5 6

6.9 max.30
.4

44
.6

Panel Thickness 0.8 to 5mm

80.5

7

9.8 × 3

44.6

3.5 max. 5.6 min.

Analog and Digital GT3 Timer, 11-Pin with SR6P-M11G

ø3.6 min.

11-M3.5 Teminal Screws

6.9 max.

92

4 3 8 9 10

2 11
5

1 7 6
3.5 max. 5.8 min.

30.5 7

8.5  4

16.7
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